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 عنوان الرسالة أو الأطروحه:

لها في تحسين تصاميم الأبار المائهاتوتطبيق جيوميكانيكه لحقل الرميله النفطيالخواص ال  

 ملخص الرساله أو الأطروحه:

أن . الؽقت الضائعوبالتالي تقليل أثظاء الحفر  البئر نار ليا أىطيو بالغو في الحفاظ على أستقرارية جد نفطي أو غازي  دراسة الخؽاص الجيؽميكانيكو لأي حقلأن 
الأبعاد لحقل الرميلو الظفطي وتطبيق الظتائج الطدتظبطو مؼ ذلغ الطؽديل في تحديؼ البرنامج اليدف الرئيس ليذه الدراسو ىؽ بظاء مؽديل جيؽمكيانيكي أحادي 

 التصطيطي للأبار عالية الطيل وكذلغ الأبار الأفقيو, بالأضافو الى تحديد كثافة طيؼ الحفر الطظاسب لأتطام حفر تلغ الأبار بظجاح.
, تقارير الصخري  بابالطيكانيكيو لظطاذج اللفحؽصات ال بئر والتي شطلت 62الطأخؽذه مؼ  جدات الأبارمعلؽمات مأنؽاع مختلفو مؼ أستخدمت في ىذه الدراسو 

تحديد قيػ واتجاىات الأجيادات الرئيديو )الأجياد العطؽدي, الأجياد الأفقي الأعلى والأدنى(, تحديد الضغط والتي أعطت نتائج ل الحفر وفحؽصات الأبار
أظيرت الظتائج أن حقل الرميلو الظفطي يقع تحت تاثير نعام  و لكل تكؽيؼ جيؽلؽجي وحداب قيػ الطرونو والصلابو للصخؽر.الييدروستاتيكي, ضغط الطبق

تػ أجراء تقييػ كطي لتيدم جدران الابار اثظاء الحفر أعتطادا و  جظؽب غرب.-وأن أتجاه الاجياد الأفقي الأعلى ىؽ شطال شرق  فؽالق الزحف الطضربيأجياد 
,وقد أعطت الظتائج قيطة كثافة طيؼ الحفر الطظاسبو للديطره على أنييار جدران الابار القصي  Techlog 2015الطعدلو بأستعطال برنامج  Ladeة على طريق

, ووضحت الدراسو أن الأتجاه الأمثل لحفر الأبار الأتجاىيو انياء عدم استقراريو تجؽيف البئرولأي نؽع مؼ الأبار العطؽديو او الأتجاىيو وبذلغ يطكؼ تقليل أو 
الأبار الأفقيو بالأضافو الى   S, L, Jمؼ الأنؽاع كطا قدمت الدراسو أربعة أنطاط مؼ تصاميػ الأبار الطائلويجب أن يكؽن مؽازي لأتجاه الاجياد الأفقي الأعلى. 

 .كانيكيؽميظتائج الطؽديل الجيمع أقتراح الأتجاه والطيل الأمثل لحقل الرميلو طبقا ل
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RUMAILA OIL FIELD GEOMECHANICS AND APPLICATION TO OPTIMIZE HIGH ANGLE WELLS DESIGN 

Abstract of the Thesis: 

Knowledge of the Geomechanical characteristics of subsurface formations is critical for maintaining wellbore 
stability and reducing nonproductive time (NPT) during drilling process. The main goal of this thesis is to build 
one dimension Geomechanical model for Rumaila field and implement the results in optimizing the high angle 
and horizontal wells drilling plan and determine the suitable drilling fluid density for these wells. The study 
utilized diverse types of data from 26 wells which include: log data, core mechanical tests, drilling reports and 
well tests, and gave an estimation of the magnitudes and orientations of principal stress tensor components 
(overburden stress, maximum and minimum horizontal stress), determined hydrostatic and pore pressure for 
each formation and calculated rocks elastic and strength properties. Results showed that Rumaila is under 
strike slip stress regime and maximum horizontal stress direction is NE-SW. A quantitative wellbore failure 
analysis was carried out via Modified Lade criteria using Techlog software (version 2015). The results gave a 
prediction of the appropriate mud density that can control the wellbore shear failure for any well type in 
order to eliminate or minimize wellbore instability, and indicated that the preferred direction to drill deviated 
wells should be parallel to maximum horizontal stress. The study also introduced four types of deviated wells 
trajectory plans including S, L and J shape wells in addition to horizontal wells, with recommended optimal 
inclination and azimuth with respect to the results of the Geomechanical model. 
 


