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 العراق - البصرة محافظة من مختارة مواقع في المغلقة والأماكن للتربة الطبيعي الإشعاعي النشاط وتقييم قياس

الهذف الشئُسٍ هي هزه الذساست هى تقُُن هستىي الإشؼاع الطبُؼٍ فٍ تشبت الونطقت الووتذة هي ساحت سؼذ الً 

km 723بوساحت  الفاو فٍ هحافظت البصشة /الؼشاق
2

ورلك هي اجل وضغ قاػذة لقُاساث التشاكُض الإشؼاػُت  

لتشبت هحافظت البصشة،كوا تن قُاط هستىي غاص الشادوى والثىسوى فٍ بؼض الاهاكي الوغلقت فٍ هنطقتالوذَنت 

للوىاد  )الكاها(تشكُض الإشؼاعو.( CR39( و )LR-115 IIاستخذام كاشف الاثش النىوٌ)ب ةالصناػُت بالبصش

( NORMالوىلذة للإشؼاع الطبُؼٍ )
22

Ra, 
232

Th,  و
40

k   تن حسابها باستخذام كاشفNaI(Tl) ("4x4" .) 

Measurement and Assessment for Natural Radioactivity of Soil and Indoor in 

Selected Locations of Basrah Governorate-Iraq 

 

In this work we measured the concentrations of Natural Occurring Radioactive 

Material (NORM) in the soil of Basrah Governorate-Iraq from Saud’s Square along 

the Basrah-Faw Street, covering 723 km
2
 around that street, to Al-Faw. The 

Experimental Techniques which is used in this study is by the most common types 

used NaI(Tl), Sodium Iodide detector for gamma measurement and CR-39 , LR115 for 

Radon measurement, and twin cup for indoor measurement. 


